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SG-TB01-3SDI
HD-SDI/HDMI/CVBS 3-in-1 Encoding Tail Board (convert LVDS to SDI/HDMI/CBVS.)
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1. Description

SDI/HDMI/CVBS Encoding board is specially designed for Savgood and SONY FCB Series Digital Camera
Module. It connects the camera via LVDS interface, and outputs 3G-SDI, HDMI and CVBS video signals without
any camera settings. It can automatically recognize HD signals, and also supports other brand camera of SONY
VISCA protocol.

2. Main Features

> HD-SDI, HDMI, CVBS Output.

> Support OSD menu.

> The infrared light can be externally connected.
> Support RS485, Pelco D/P, RS232

> Support power-off memory function

> 1080P50/60, 720P50, CVBS50/60

> Support Zoom, Focus Control,

3. Dimension
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4. Interface Definition
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5. Connecting guider

Hangzhou Savgood Technology Co., Ltd.

Rm. 701, Xincheng Fazhan Building #1, No. 406 Xintiandi Street,
Xiacheng District, Hangzhou City, 310004, China

Tel: +86 - (571) 8803 8121

Email: sales@savgood.com

http://www.savgood.com

*Design and specifications are subject to change without prior notification.
© 2013 Savgood Technology Co., Ltd.
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