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SG-TB01-HDMI-4K 

HDMI (4K) Encoding Tail Board (convert LVDS to HDMI) 

 

 

1. Description 

HDMI board is specially designed for SONY 4K FCB ER/CR8300, 8550,8530 Series digital camera module. It 

connects camera via LVDS interface, and outputs HDMI video signals without any camera settings, max. 

4K@30pfs. It can support other brand camera of SONY VISCA protocol. 

2. Main Features 

> Convert LVDS to HDMI Output. 

> Support OSD menu. 

> Support RS485, Pelco D/P, RS232 

> Support power-off memory function 

> 4K(2160)P23/30, 1080P50/60, 720P50 

> Support Zoom, Focus Control, 

3. Dimension 
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4. Interface Definition 

 

5. Video Output 

 HDMI HDMI HDMI 

FCB-CS8230 1080P60 
1080P59.94 
1080P50 
2160P25 
2160P30 

1080P30 
1080P25 

720P60 
720P50 
720P30 
720P25 

FCB-ES8230 

FCB-CR8300 

FCB-ER8300 

FCB-CR8530 

FCB-ER8530 

FCB-CR8550 

FCB-ER8550 
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1. Zoom out. 
2. Zoom in. 
3. Focus + 
4. Focus – 
5. Menu 
6. GND 
 
7. DC 12V + 
8. DC 12V – 
9. RS485+ 
10. RS485- 
11. TX 
12. RX 
13. GND 


